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GPS
PS Map 76 receiver with an external antenna, and a backpack.
uracy in real time with capability for field or vehicle use.
onfiguration I by adding components and using NDGPS.

RMIN GPS MAP 76 Receiver
Handheld - Easy to carry - Easy to use
Downloads GPS data to PC
Coordinates can be uploaded from PC
Includes Garmin MapSource US Topo
Software for moving map capability
S External Antenna & Cable
Head high - Better reception
Removable Antenna will magnetically
mount to vehicle
Mounting plate can be attached to any
5/8" male range pole or adapter
kpack

Small, Lightweight, Rugged
Front pouch for pencils, notebooks
USDA logo
 be upgraded to Configuration 1

With the addition of a Beacon Receiver,
Dual GPS / Beacon Antenna, Antenna
Cable, RF Cable, External Battery Kit,
Power Data Cable and null modem adapters

SYSTEM DESCRIPTION
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LC, 223 Wall Street, # 335, Huntington, NY 11743
809-6105   http://www.3dllc.com , email 3d@3dllc.com

ment Purchase Order or Government Credit Card

, National GPS Coordinator, USDA-NRCS-NCGC
 mrasher@ftw.nrcs.usda.gov

ebber, National TA Manager, USDA-NRCS-ITC
5-5420    swebber@itc.nrcs.usda.gov
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